


















































Linear bushing with housing
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TypeSC6-30

Dimension table. Dimensions In mm I
Model no. Outer dimensions LM case dimensions

Height Width Length Mounting hole position Tap Through-hole Center height

H W L B B, c s.xl boftS2 ± bO•02 A
± 0.02

18 30 25 20 5 15 M4X8 M3 9 15

22 34 3(} 24 5 18 M4X8 M3 11 17

26 40 35 28 6 21 M5X12 M4 13 20

29 42 36 30.5 5.75 26 M5X12 M4 15 21

30 44 39 33 5.5 26 M5X12 M4 15 22

38.5 50 44 36 7 34 M5X12 M4 19 25

42 54 50 40 7 40 M6X12 M5 21 27

51.5 76 67 54 11 50 M8X18 M6 26 38

59.5 78 72 58 10 58 M8X18 MS 30 39

68 90 80 70 10 60 M8X18 MS 34 45

78 102 90 80 11 60 M10X25 M8 40 51

102 122 110 100 11 80 M10X25 M8 52 61

- One request, the stainless steel linear bushing type LM
- M with excellent corrosion resistance could be in stalled.
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LM case dimensions Combination bushing
Inscribed Basic load rating

circle diameter Unit weight Model no.
Hi Wi T R dr g C Co

Tolerance N N
15 28 6 9 6 34 lM6UU 196 252
18 32 6 11 8 52 LM8UU 252 382
21 37 8 13 10 0 92 lM 10UU 354 522
25 39 8 14 12 -0.009 102 LM12UU 391 568

26 41 8 15 13 123 LM 13 UU 485 736
35 46 9 19.5 16 189 LM 16UU 736 1121
36 52 11 21 20 0 237 LM 20UU 820 1301
41 68 12 25.5 25 -0.010 555 LM 25UU 931 1491
49 72 15 29.5 30 685 LM30 UU 1491 2612
54 85 18 34 35 0 1100 LM 35 UU 1586 2983
62 96 20 38 40 -0,012 1600 LM40UU 2052 3819
80 116 25 50 50 3350 LMSOUU 3629 7543
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